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PERI UP Flex Trench Bridge
Instructions for Assembly and Use – Standard Configuration

Moving by crane

Only vertical crane transportation is 
permitted. 

Before moving the crane, it must al-
ways be ensured that:

	■ the base spindle locks of the edge 
frame columns are fitted,

	■ all deck levels have additional bracing 
using horizontal ledgers,

	■ all wedges have been securely fixed 
in place using a hammer,

	■ all locks against lifting are engaged,
	■ all guardrails are at their end position,
	■ In strong winds, the Toe Boards UPY 
and the Toe Boards UPF must be ad-
ditionally secured.

	■ Do not stand under suspended 
loads, guide the scaffold with ropes.

1.	Raise the trench bridge approx. 
30 cm with the crane.

2.	Check that the base spindles (1) of 
the centre frame columns (B) 
(Fig. A2.03) or (B + C) (Fig. A2.04) 
have come to a stop on the assem-
bly surface. Otherwise loosen the 
base spindles by hand and set them 
down.

3.	Move the trench bridge to the place 
of use.

4.	Adjust the base spindles to suit the 
substrate and align the trench bridge.
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Fig. A2.03

Fig. A2.04

A2	 Relocation by crane



Trench Bridge Span 6 m Span 9 m

Span 2 x 3.0 m = 6.0 m 3 x 3.0 m = 9.0 m

Width 100 cm

Clear passage width 84 cm

Load assumptions according to EN 12810/12811

Live load Load class 3 (2.0 kN/m2 as uniformly distributed surface load)

2.0 kN/m²

Wind load

0.2 kN/m2 (approx. 65 km/h)

If the specified wind loads are exceeded, the application on the trench bridge must 
be discontinued; if the maximum wind load is exceeded, the trench bridge must be 
additionally secured by the contractor using appropriate measures.

Max. spindle extension 30 cm

Max. inclined position 
longitudinal: 5° 
For larger inclinations, the structural stability must be considered separately. In the 
case of inclined use, PERI recommends the Pivoting Base Spindle UJS 38-80/50.

Support forces

Vertical max. V = 4.60 kN max. V = 7.11 kN

Horizontal max H = 0.36 kN max H = 0.63 kN
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PERI UP Flex Trench Bridge

 Instructions for Assembly and Use – Standard Configuration

A3	 Support forces
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PERI UP Flex Trench Bridge
Instructions for Assembly and Use – Standard Configuration

A3	 Support forces

Fig. A3.01

Fig. A3.02

Wind

Wind
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	Article no.	Weight kg

PERI UP Flex Trench Bridge

Accessories
Spindle Locking UJS    1.020100863

Note
With captive red quick jack nut.

Base Spindle UJB 38-50/30    3.390400411

	 L	 X		
	 204	 250		
	 454	 500		
	 624	 670		
	 704	 750		
	 954	 1,000		
	 1,204	 1,250		
	 1,454	 1,500		
	 1,704	 1,750		
	 1,954	 2,000		
	 2,204	 2,250		
	 2,454	 2,500		
	 2,954	 3,000		
Note
With length marking for easier identification.

Horizontal Ledger UH Plus
Horizontal Ledger UH 25 Plus
Horizontal Ledger UH 50 Plus
Horizontal Ledger UH 67 Plus
Horizontal Ledger UH 75 Plus
Horizontal Ledger UH 100 Plus
Horizontal Ledger UH 125 Plus
Horizontal Ledger UH 150 Plus
Horizontal Ledger UH 175 Plus
Horizontal Ledger UH 200 Plus
Horizontal Ledger UH 225 Plus
Horizontal Ledger UH 250 Plus
Horizontal Ledger UH 300 Plus

    1.420
    2.070
    2.520
    2.730
    4.390
    5.340
    4.720
    5.380
    6.040
    6.700
    7.360
    8.680

414613
414595
429982
414629
414632
414638
414641
417032
414645
416356
414648
414651

	 L	 X		
	 204	 250		
	 284	 330		
	 454	 500		
	 624	 670		
	 704	 750		
	 954	 1,000		
	 1,204	 1,250		
	 1,454	 1,500		
	 1,704	 1,750		
	 1,954	 2,000		
	 2,204	 2,250		
	 2,454	 2,500		
	 2,954	 3,000		
Note
With length marking for easier identification.

Horizontal Ledger UH-2
Horizontal Ledger UH-2 25
Horizontal Ledger UH-2 33
Horizontal Ledger UH-2 50
Horizontal Ledger UH-2 67
Horizontal Ledger UH-2 75
Horizontal Ledger UH-2 100
Horizontal Ledger UH-2 125
Horizontal Ledger UH-2 150
Horizontal Ledger UH-2 175
Horizontal Ledger UH-2 200
Horizontal Ledger UH-2 225
Horizontal Ledger UH-2 250
Horizontal Ledger UH-2 300

    1.410
    1.590
    2.030
    2.480
    2.690
    3.740
    4.510
    4.680
    5.340
    6.000
    6.660
    7.320
    8.650

131995
133900
131998
133903
132213
132004
132007
132010
132013
132016
132019
132025
132022
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	Article no.	Weight kg

PERI UP Flex Trench Bridge

	 L			 
	 500			 
	 1,000			 
	 1,250			 
	 1,500			 
	 2,000			 
	 2,500			 

Top Standards UVH
Top Standard UVH 50
Top Standard UVH 100
Top Standard UVH 125
Top Standard UVH 150
Top Standard UVH 200
Top Standard UVH 250
Without pin for mounting head spindles.

    2.510
    4.610
    7.600
    6.920
    9.240
  11.500

401309
400000
417195
400003
400005
400007

	 L			 
	 500			 
	 1,000			 
	 1,250			 
	 1,500			 
	 2,000			 
	 2,500			 

Top Standards UVH-2
Top Standard UVH-2 50
Top Standard UVH-2 100
Top Standard UVH-2 125
Top Standard UVH-2 150
Top Standard UVH-2 200
Top Standard UVH-2 250
Without pin for mounting head spindles.

    2.100
    4.210
    6.060
    6.310
    8.420
  10.500

132123
132194
132196
132198
132200
132202
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	Article no.	Weight kg

PERI UP Flex Trench Bridge

	 X	 perm. p [kN/m²]	 max. p [kN/m²]
	 500	 6.0	 40.0	
	 670	 6.0	 40.0	
	 750	 6.0	 40.0	
	 1,000	 6.0	 40.0	
	 1,250	 6.0	 28.4	
	 1,500	 6.0	 19.6	
	 2,000	 6.0	 10.9	
	 2,500	 4.5	 6.9	
	 3,000	 3.0	 4.7	
Note
Values corresponding to EN 12811-1. 
max. p = max. possible surface load without 
deflection restriction.

Steel Decks UDG
Steel Deck UDG 25 x 50
Steel Deck UDG 25 x 67
Steel Deck UDG 25 x 75
Steel Deck UDG 25 x 100
Steel Deck UDG 25 x 125
Steel Deck UDG 25 x 150
Steel Deck UDG 25 x 200
Steel Deck UDG 25 x 250
Steel Deck UDG 25 x 300
Fit onto Horizontal Ledgers UH.

    3.880
    4.810
    5.260
    6.630
    8.010
    9.410
  12.200
  14.900
  17.700

424124
432858
424121
424118
424115
424112
424109
423771
424915

	 X	 perm. p [kN/m²]
	 500	 6.0	
	 670	 6.0	
	 750	 6.0	
	 1,000	 6.0	
	 1,250	 6.0	
	 1,500	 6.0	
	 2,000	 6.0	
	 2,500	 4.5	
	 3,000	 3.0	
Note
Values correspond with EN 12811-1.

Steel Decks UDG-2
Steel Deck UDG-2 25 x 50
Steel Deck UDG-2 25 x 67
Steel Deck UDG-2 25 x 75
Steel Deck UDG-2 25 x 100
Steel Deck UDG-2 25 x 125
Steel Deck UDG-2 25 x 150
Steel Deck UDG-2 25 x 200
Steel Deck UDG-2 25 x 250
Steel Deck UDG-2 25 x 300
Length X: 500 - 1,500 with H of 45 mm. 
Length X: 2,000 - 2,500 with H of 60 mm. 
Length X: 3,000 with H of 70 mm.

    3.190
    3.960
    4.320
    5.450
    6.590
    7.730
  10.500
  12.900
  15.800

132479
132483
132488
132492
132502
132505
132508
132511
132515
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	Article no.	Weight kg

PERI UP Flex Trench Bridge

	 L	 X	 Y
	 2,190	 750	 2,000	
	 2,285	 1,000	 2,000	
	 1,625	 1,250	 1,000	
	 2,401	 1,250	 2,000	
	 1,821	 1,500	 1,000	
	 2,152	 1,500	 1,500	
	 2,539	 1,500	 2,000	
	 2,246	 2,000	 1,000	
	 2,521	 2,000	 1,500	
	 2,860	 2,000	 2,000	
	 2,696	 2,500	 1,000	
	 2,930	 2,500	 1,500	
	 3,226	 2,500	 2,000	
	 3,131	 3,000	 1,000	
	 3,625	 3,000	 2,000	

Node Brace UBK
Node Brace UBK 75/200
Node Brace UBK 100/200
Node Brace UBK 125/100
Node Brace UBK 125/200
Node Brace UBK 150/100
Node Brace UBK 150/150
Node Brace UBK 150/200
Node Brace UBK 200/100
Node Brace UBK 200/150
Node Brace UBK 200/200
Node Brace UBK 250/100
Node Brace UBK 250/150
Node Brace UBK 250/200
Node Brace UBK 300/100
Node Brace UBK 300/200

    6.770
    6.980
    5.210
    7.250
    5.700
    6.570
    7.590
    6.780
    7.500
    8.380
    7.930
    8.530
    9.300
    9.120
  10.300

424170
412926
415354
412765
400981
400973
400572
400985
406630
400573
400989
406624
400574
400993
400575

	 L	 X	 Y
	 2,190	 750	 2,000	
	 2,285	 1,000	 2,000	
	 1,625	 1,250	 1,000	
	 2,401	 1,250	 2,000	
	 1,821	 1,500	 1,000	
	 2,152	 1,500	 1,500	
	 2,539	 1,500	 2,000	
	 2,246	 2,000	 1,000	
	 2,521	 2,000	 1,500	
	 2,860	 2,000	 2,000	
	 2,696	 2,500	 1,000	
	 2,930	 2,500	 1,500	
	 3,226	 2,500	 2,000	
	 3,131	 3,000	 1,000	
	 3,356	 3,000	 1,500	
	 3,625	 3,000	 2,000	

Node Braces UBK-2
Node Brace UBK-2 75/200
Node Brace UBK-2 100/200
Node Brace UBK-2 125/100
Node Brace UBK-2 125/200
Node Brace UBK-2 150/100
Node Brace UBK-2 150/150
Node Brace UBK-2 150/200
Node Brace UBK-2 200/100
Node Brace UBK-2 200/150
Node Brace UBK-2 200/200
Node Brace UBK-2 250/100
Node Brace UBK-2 250/150
Node Brace UBK-2 250/200
Node Brace UBK-2 300/100
Node Brace UBK-2 300/150
Node Brace UBK-2 300/200

    4.980
    5.130
    3.900
    5.320
    4.240
    4.840
    5.550
    4.990
    5.490
    6.100
    5.790
    6.210
    6.740
    6.620
    6.980
    7.440

133418
133421
133424
133427
133430
133433
133436
133439
133442
133445
133448
133451
133454
133457
133460
133463
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PERI UP Flex Trench Bridge

	 L	 X		
	 236	 250		
	 486	 500		
	 656	 670		
	 986	 1,000		
	 1,486	 1,500		
	 1,986	 2,000		
	 2,486	 2,500		
	 2,986	 3,000		
Note
•  Default surface: galvanised and painted in yel-
low.

Steel Toe Boards UPY
Steel Toe Board UPY 25
Steel Toe Board UPY 50
Steel Toe Board UPY 67
Steel Toe Board UPY 100
Steel Toe Board UPY 150
Steel Toe Board UPY 200
Steel Toe Board UPY 250
Steel Toe Board UPY 300

    0.414
    0.929
    1.280
    1.960
    2.990
    4.030
    5.060
    6.090

132592
110213
129947
110073
110160
110176
110208
110211

	Article no.	Weight kg
	 L	 X	 Y
	 1,335	 1,000	 1,000	
	 1,689	 1,250	 1,250	
	 1,725	 1,500	 1,000	
	 1,874	 1,500	 1,250	
	 2,042	 1,500	 1,500	
	 2,161	 2,000	 1,000	
	 2,422	 2,000	 1,500	
	 2,749	 2,000	 2,000	
	 2,541	 2,500	 750	
	 2,620	 2,500	 1,000	
	 2,720	 2,500	 1,250	
	 2,838	 2,500	 1,500	
	 3,123	 2,500	 2,000	
	 3,456	 2,500	 2,500	
	 3,025	 3,000	 750	
	 3,092	 3,000	 1,000	
	 3,279	 3,000	 1,500	
	 3,528	 3,000	 2,000	
	 3,826	 3,000	 2,500	
	 4,163	 3,000	 3,000	

Horizontal Braces UBH Flex
Horizontal Brace UBH Flex 100/100
Horizontal Brace UBH Flex 125/125
Horizontal Brace UBH Flex 150/100
Horizontal Brace UBH Flex 150/125
Horizontal Brace UBH Flex 150/150
Horizontal Brace UBH Flex 200/100
Horizontal Brace UBH Flex 200/150
Horizontal Brace UBH Flex 200/200
Horizontal Brace UBH Flex 250/75
Horizontal Brace UBH Flex 250/100
Horizontal Brace UBH Flex 250/125
Horizontal Brace UBH Flex 250/150
Horizontal Brace UBH Flex 250/200
Horizontal Brace UBH Flex 250/250
Horizontal Brace UBH Flex 300/75
Horizontal Brace UBH Flex 300/100
Horizontal Brace UBH Flex 300/150
Horizontal Brace UBH Flex 300/200
Horizontal Brace UBH Flex 300/250
Horizontal Brace UBH Flex 300/300
For horizontal bracing of towers.  
Can also be used underneath Decks UDG.

    4.590
    5.630
    5.730
    6.170
    6.660
    7.010
    7.780
    8.740
    8.130
    8.360
    8.650
    9.000
    9.840
  10.800
    9.550
    9.740
  10.300
  11.000
  11.900
  12.900

114818
114904
114821
114908
114912
114820
124097
114916
114896
114819
114996
124101
114920
114928
114900
114892
124105
114924
114932
114936
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	Article no.	Weight kg

PERI UP Flex Trench Bridge

Technical data
Permissible load 1.5 kN.

Spindle Locking UJS
Locks base spindles and section spindles Ø 38 mm 
in the vertical during moving procedures.

    1.020100863

	 L	 X		
	 236	 250		
	 486	 500		
	 656	 670		
	 736	 750		
	 986	 1,000		
	 1,236	 1,250		
	 1,486	 1,500		
	 1,986	 2,000		
	 2,486	 2,500		
	 2,986	 3,000		

Steel Toe Boards UPY-C
Steel Toe Board UPY 25-C
Steel Toe Board UPY 50-C
Steel Toe Board UPY 67-C
Steel Toe Board UPY 75-C
Steel Toe Board UPY 100-C
Steel Toe Board UPY 125-C
Steel Toe Board UPY 150-C
Steel Toe Board UPY 200-C
Steel Toe Board UPY 250-C
Steel Toe Board UPY 300-C
Customised toe board steel design in RAL colour 
scheme possible on request.

    0.414
    0.929
    1.280
    1.450
    1.960
    2.480
    2.990
    4.030
    5.060
    6.090

134643
134642
134641
134640
134639
134638
134637
134636
134635
134634







System-independent accessories

Column formworkWall formwork Slab formwork

Climbing systems Bridge formwork Tunnel formwork Shoring

Working scaffolds construction Working scaffolds industryWorking scaffolds facade Means of access

Safety scaffolds Safety systems Services

The optimal system  
for all projects and every 
requirement

PERI Ltd
Market Harborough Road
Clifton upon Dunsmore
Rugby
CV23 0AN
Telephone +44 (0)71788 86 16 00
Fax  +44    (0) 71788       86        16    10
info@peri.ltd.uk
www.peri.ltd.uk
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